Escre 2013
milimbivh EflBIIR A0

Shenzhen Linshang Technology Co. , Ltd.



Liﬁi@“ ik EixBIRAD

Shenzhen Linshang Technology Co., Ltd

!nff 41
Company Profile

ﬁﬂll?ﬁ#*);ﬂ&EHE"'}F&‘;?ZOOS&GE|ﬁEI 2 ;R§lkﬁ)?& £ HERE, ATRN
BUROBHFERL. 2FRK “RROFETWE" WEGERX. “QTHHARUN, FRS
RBELMEERE, Qﬁﬁzﬁnuﬁ mm«ﬁzﬁw%mﬁmmn RE RIFOERMERRS,
HARAFERNERMBENE, FERRER, EXSEIEY, LARKEEE. 85

RRBEE:
© A BRI AL
B F AL

1) 408
O RHEBHERTEN
® EIRIDRM
© KIBELERIRE
© ASERERRNRE



Linshang is a pi ional test i

to electro-optic, thermal
instruments. The business conception of our company is “quality, innovation, concentration,
Integrity”.

We have an excellent R&D team to develop and design new products and customized products
according to the required i i and of whole
quality control system in production. We supply good services in the pre-sale, sale, and after-
sale. Our goal is to provide top quality products and services to fitin each customer's needs.
The main products and service:

® Solar Film Transmission Meter

© Spectrum Transmission Meter

® Light Transmittance Meter

© UV Power Meter And IR Power Meter
© Glass Thickness Meter

® salesKit

® Solar Radiation Data Logger

© Customized Products
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LS300 Solar Film Temperature Meter|
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1.150W Philips infrared lamp used
2. Shows the real time temperature value and the temperature difference
3. Directly with both hands to feel the change in temperature

4. Equipped with a UV LED for demonstrating UV rejection property of
the tint of windows, solar films, glass and other transparent materials
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LS5100/L5101Solar Film Transmission Meter
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r Film Transmission Meter has UV transmission meter, IR transmission meter
ion meter in one device. It is suited for testing optical properties of solar
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. Self-calibration and auto -calibration, NO need any
manual adjustments

. Simple operation, continuous measurements

Size: 160mm*115mm*33mm(L*W*H)

Accuracy: +2% (Colorless and transparent material)

Resolution: 0. 1%

UV center wavelength: 365nm

Visible light wavelength: 380nm-760nm (Full Weighted

-Spectrum)

LS100 IR: Center wavelength 1400nm

LS101 IR: Center wavelength 950nm
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LS160/LS5160A Transmission Meter
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LS160/LS160A Transmission Meter is a small size, portable product for transmission value
It is able to si measure and display UV, Visible and Infrared transmission
values for window film, solar film and other transparence material.
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Small size, portable product for transmission
value measurement

Simple operation, continuous measurements

Size: 93mm *52mm *25mm(L'W*H)

Thickness of testing sample: < 0.8mm

Resolution: 1%

Accuracy: £2% (Colorless and transparent material)
UV center wavelength: 365nm

Visible light wavelength: 380nm-760nm (Full
Weighted Spectrum)

LS160A IR : Center wavelength 1400nm

10. LS160 IR : Center wavelength 950nm
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Spectrum Transmission Meter
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LS102/LS103A Spectrum Transmission Meter is able to simultaneously measure and display UV,
Visible and Infrared transmission values. It is suited for testing glass, film-coated glass, PMMA/PC
Polymer materials etc.
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. UV transmission meter, IR transmission meter,
Light Transmittance Meter, Three function in ONE
device.

Size: 160mm*115mm*33mm(L*WH)

Testing opening: Wide 43mm * Height 76 mm
Accuracy: +2%(Colorless and transparent material)
Resolution: 0.1%

UV center wavelength: 365nm

Visible light wavelength: 380nm-760nm (Full
Weighted Spectrum)

LS102 IR: Center wavelength 1400nm

LS103A IR: Center wavelength 950nm
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Spectrum Transmission Meter
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LS108 Spectrum Transmission Meter
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. UV transmission meter, IR transmission meter, Light
Transmittance Meter, Three function in ONE device
Suited for testing Glasses, glass and Lens etc

Size of Testing sample: > ¢ 1.5mm

Accuracy: £2%(Colorless and transparent material)
UV center wavelength: 365nm

Visible light wavelength: 380nm-760nm (Full
Weighted Spectrum)

IR Center wavelength: 950nm
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LS108A LENS Transmission Meter
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. Size of Testing hole: > ¢ 1mm
Accuracy: +2%(Colorless and transparent material)
. IR Center wavelength: 940nm and 850nm

. Visible light wavelength: 550nm
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Split Transmission Meter
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LS110A Split Transmission Meter
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. Two parts design, suitable for car windshield and any flat surface
glass measurement

2.U meter, IR ion meter, Light

Meler, Three function in ONE device

Lithium rechargeable battery used, no need change batteries

Two laser for two part alignment, more accuracy

Accuracy: +2% (Colorless and transparent material)

UV center wavelength: 365nm

Visible light wavelength: 530nm

IR Center wavelength: 950nm
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LS110 Split Transmission Meter
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Two parts design, suitable for car windshield and any flat surface
glass measurement

Self-calibration and auto -calibration, NO need any manual
adjustments

Three light Transmittance Meter in one device; result is the
average of three values

Lithium rechargeable battery used, no need to change

batteries

Two laser for two part alignment, more accuracy

Resolution: 0.1%

Accuracy: +2%(Colorless and transparent material)

Visible light wavelength: 530nm
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Transmittance Meter
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LS105A Light Transmittance Meter
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Three light Transmittance Meter in one device
Size: 160mm*115mm*33mm(L*W*H)

Testing opening: Wide 23mm * Height 76 mm
Accuracy: £2% (Colorless and transparent material)
Visible light wavelength: 380nm-760nm (Full
Weighted Spectrum)

Power supply: 9V DC
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L5116 Light Transmittance Meter
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1. The light transmission meter has High repeatability and
resolution

. High quality certified optical system for transmission value

measurement

Simple and easy operation

Sample diameter: > 10mm

Resolution: 0.1%

Accuracy: +1% (Colorless and transparent material)

Visible light wavelength: 380nm-760nm ( Full Weighted

Spectrum)

Battery: 4*AAA alkaline battery
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Infrared Power meter
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L5122 IR Power Meter
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. Accuracy: £ 4%

~

range (1000nm-1700nm)
. Scale: X1 (0-1999W/m®) ; x10 (2000 -
19990W/m’, displayed valuex10)
Size: 125mm*68mm*22mm (L¥WsH)
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I L5127 IR Power Meter
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FilMER: 1000-1700nm
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- IR transmission meter, IR power meter, two function in
ONE device

o

Evaluating heat-insulating property of the tint of windows, R
solar films, glass and other transparent materials
Measuring optical power density of infrared ray,

wavelength response (1000nm~1700nm), gives visual
and reliable result

4. Large LCD, simple operation, easy reading result value
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Shenzhen Linshang Technology Co. , Lid.
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Infrared peak response wavelength is 1400nm,
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uVv Power Meter

L5123 UV Power Meter
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Accuracy : 4 %
UV peak response wavelength is 365nm, range (260nm-
380nm)

Power of ultraviolet radiation of the sunlight measurement

Evaluating UV rejection property of the tint of windows,

e

solar films, glass etc.

LS126A UVA Light Mete
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3. S¥E: 0. 01mw/em?
4
5

@IS : 0-2000mw/em?
ML : 320nm-400nm, LK K365nm

UV curing
Power of ulraviolet radiation of the sunlight measurement
Resolution: 0.01mw/cm?

Measure range: 0-2000mw/cm?

5. Wavelength: 320nm-400nm
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UVC sterilization

Resolution: 0.1 w/om?

Measure range: 0-200mw/cm?

Wavelength: 230nm-280nm , center point 254nm
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I L5126C LIVC Light Meter
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Glass Thickness Meter
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I L5200 Glass Thickness Meter
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1. Laser reflects on graduated scale to
measure glass thickness and Air thickness

2. Measure Glass & Air Space (insulated
glass) quickly from single side of IG Units

3. Accuracy: + 0.5mm

4. Range: Glass Thickness Scale 70mm, Air

Space Scale 34mm
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LS210 Digital Glass Thickness Meter I

Y LS21 OB BSIRIRIZIZ X

MARSRE, BMNE, BBRT
#HFHh, AHEATFRATER

PREHE, FNNESKEEENEEEE
MEAEE: 0. 2mm

REMBEAE, WEHE, BIEH, Bk
FRE S

6. EMTRERN. BB, HE. £,

Ll o ol

. Laser reflects on CCD to measure glass
thickness and Air thickness

. Measure Glass & Air Space (insulated glass)
quickly from single side of IG Units

. Accuracy: £ 0.2mm

. Large LCD, simple operation, easy reading
result value
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1. Battery-powered, buitin large capacity memory,

continuous records light intensity data for a several
months

2. Four-channel recording, simultaneous recording of four
groups of data to faciltate analysis and comparison

3. Solar energy long-term monitoring and buiding Energy-
saving assessments

4. USB interface integrated, PC software read record data
and analysis resuts
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